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Scan the QR code
for HD picture

TGA® Glass Finish GF-3001

TGA® ERIEFEGF-3001 AR FBBEPHER, BT RERESS
MO, ERURSEHEE, AZNEEHRAFBHDEML.
YERKAMEESE M, GF-3001MFRE, S TH. M2AES
MAMRE B BIR T,

TGA® Glass Finish GF-3001 offers a transparent frosted effect,
yielding a soft surface appearance. By manipulating the
lighting, it also serves to safeguard the privacy of the indoor
space. This enduring pressure-sensitive product can be stuck
stately and cut into a variety of signage and creative designs.

FmME: 2BE
EMAER: W Tl RKERE
W1,220mm x L50m

Product Material: Vinyl
Substrate: Glass. Acrylic. Polycarbonate

5 years 81 % 0.1 mm

FiR (ERKE) B FmEE
Warranty Transmittance Thickness

(Indoor Environment)

EES44F Cleaning and Maintain:
ERBEKMZROMEDETEE, MBMEISHR, AU
sl S8

Use a soft towel and cleaning water to clean. For tough dirt,
GF-3001 NEW use neutral washing agent.

TGA® Whiteboard

Whiteboard Film

Meeting rooms in offices

Classrooms in schools and training centers
Hospitals

Menu boards in Restaurants & Bars

Kids room

.... and many more

WBF-901S
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INFORMATION

IR F

Physical and Chemical Properties

SME  1220mm * 50m BEERRETE
Roll Size  1220mm * 25m (MU/MD) Ideal Application Temperature Range
15 ~ 25°C

ERERE
Usage Temperature
BIZBENEERR L, #E-20°C~ 65°CHEESEENMES X

The film was applied to an aluminium plate and exposed to
temperatures in the range of -20°C to 65°C for 5 days

WNERERE . TEUAR

Test Result: No peeling or discolouration

B=f%m FE L FH EEEE St

Minimum Application Temperature Storage Conditions
FRNEFRTEETR. BRMXESN. BERTISCCHRESD,
(EEERRRTERA, ERMAREARXKEAE. ) WBIE25RER,
(Use jet-heaters to warm up surrounding area before Store film in a clean dry environment free from direct
applying in low ,temperature environments.) sunlight and at an ambient temperature below 35 °C.

M A4LIE Application Process
EREMPERAEFIENRR

Surface preparation and priming for various substrates

. B

N

“\ SUBSTRATE

ZER. RAERE
RNERSEEM EERREEIR 0 KRR :

AER. T1HHR. | PVCHRL, TGAHRR | VERIR ., EHWR | AR FAERR

1 1
1 1
1 1
1 1
1 1
1 Wood | Plaster Board
i i
1 1
1 1

ﬂ}g&ﬁ\ S 1 PVC Coated Mortar 1 Bonderized Steel 1 Aluminium Plate
So Luan Veneer Calcium Silicate Board 1 Steel TGA 1 Plate Baked 1 Stainless Steel
SURFACE NS Chinese Veneer | Asbestos Slate | Applied Over TGA | Enamel Paint on Steel,
PREPARATION “_: Hardboard 1 ! ! 1
1
| 1 1 |
\ ! w ¥ .
. TRE ERTANELETTE | ot EREEFHD :
: Conditioning Remove /grind down protruding nail heads : Dry Surface X Remove surface rust !
| ! 1
===-——-—----CEEEEEEEEEE e R Rt b :
1 1
: R E COKMESRERERE LK R R E !
: ) | Solventorwater | . Solvent or Water | I
i Sealing ! Based Sealer ' ! BasedSealer !
| ! 1
[T~ "~~~ -~~~ -~ - - - === - === e e e e F——;:-‘\;—*—:———r —————————————————————————
; BEW/BAATRFRENTMS, | L |
. Ak e fIEEE L EEmabE o RERSHE BT A !
! i Putty over surface roughness, Polyeste putty = ! Polyeste putty |
Puttyin ! !
: v screw holes, etc. Fine putty for finishing ! ! Pﬂgﬁg%i;igﬁge | X
e A /<o 4
| ! |
1 L= v ¥ _ (741 EZEE |
= . 4 n—— . BYEEORE, #100-180BWEITEF
: E 88 :gg??fiﬁgii I Use grinder to remove lugs and welds |
: Polishing -8V Gt sandpaper : #100-180 Grit Sandpaper !
I
! 1
| EEEE B |
| Surface Cleaning Alcohol !
| 1
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® Flexible
Architectural
Finishes

FRFAEA, BN

TGALIR A ARRI=RERERE, BHABLEPITE, IREEFEAL. NS,

EEE PR BB BE
Certain Elements Phthalates HCHO
$R(Pb) #RE: 5mg/kg DBP#RE: 50mg/kg FyT
£(Sh) h’)&: 5mg/kg DEHP#RAE:  50mg/kg
TH(As) FRfE: 5mg/kg BBPHRAE: 50mg/kg AR R
#(Ba) h’)&: 10mg/kg DINPHRAE: 50mg/kg BE/NF1mg/kg
$B(Cd) 4R 5mg/kg DNOP#RAE:  50mg/kg
$5(Cr) ARAE: 5mg/kg DIDP#RAE:  50mg/kg
R(Hg) trfe: 5mg/kg
if(Se) #xAE:  10mg/kg Rt
Kt

MWZER

FRE72NE G, RACELH P

Chemical resistance
Conditioned for 72 hours and then immersed in the chemical agents.

Mzt 25

Test Result:

BR HEPTANE 5 hours No effect
ERE ETHYL ALCOHOL 5 hours No effect

i WATER 1 week No effect
HE SALT SPRAY Tweek No effect
Pz METHYLALCOHOL 20 mins Severe attack
—®Ex XYLENE 20 mins Severe attack

35 1%
SUTMRESER, KR8,

Stain Resistance
Placed in direct contact with the substances for 18 hours

FEigKetchup / 7K(1%) Salt Water(1%) 7 445 Milk

£58(10%) Hydrochloric Acid (10%) / #7453+ Lemon Juice / £I3& Red Wine

TR Cola / E#&(50%) Alcohol(50%) / 414 Black Tea / RE&E/K Household Grade Ammonia / IEE
Coffee / FBE7K(1%) Soapy Water(1%) / 7547 Soda / f&/RB#kFormalin / B Vinegar / B&3 Yoghurt

MIXER SRS R

Test Result : No stains on film

63
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INDEX RETRIEVAL

Number Index

Code Page Code Page Code Page
EX-5001 NEW 05 MC-430 13 WS-2063 (SP-2063) 22
EX-5101 NEw 05 MC-441 13 WS-2064 (SP-2064) 23
EX-5201 NEW 05 MC-442 13 WS-2065 (SP-2065) 26
EX-5301 NEW 05 MC-443 13 WS-2066 (SP-2066) 27
MC-444 13 WS-2071 (SP-2071) 26
MC-445 13 W5-2072 (SP-2072) 25
Code Page MC-461 13 WS-2081 (SP-2081) 25
HS-910 NEw 07 MC-462 13 WS-2082 (SP-2082) 26
HS-911 NEw 07 MC-463 13 WS-2083 (SP-2083) 27
HS-912 new 07 MC-464 13 WS-2084 (SP-2084) 26
HS-913 New 07 MC-465 13
HS-914 new 07 MC-471 13
HS-915 NEw 07 MC-472 13 Code Page
MC-473 13 ES-501 30
MC-474 13 ES-502 30
Code Page MC-475 13 ES-503 30
CS-51 NEw 08 ES-506 34
C5-52 NEw 08 ES-507 32
C5-53 NEW 08 Code Page ES-508 38
CS-54 NEw 08 SP-2090 NEw 16 ES-511 33
CS-55 NEw 08 SP-2091 New 17 ES-512 36
C5-56 NEW 08 SP-2095 NEw 19 ES-516 35
SP-2100 NEw 17 ES-517 39
SP-2101 new 17 ES-518 41
Code Page SP-2105 NEw 18 ES-521 36
MU-2500 New 09 SP-2106 NEw 15 ES-522 35
MU-2501 New 10 SP-2107 New 15 ES-526 38
MU-2502 nEw 10 SP-2110 New 15 ES-527 33
MU-2503 new 10 SP-2111 nNew 16 ES-528 41
MU-2510 New 09 SP-2115 NEw 20 ES-531 38
MU-2511 new 10 SP-2116 NEw 20 ES-532 30
MU-2512 New 10 SP-2120 NEw 16 ES-533 36
MU-2513 New 10 SP-2125 NEw 20 ES-536 30
MU-2520 New 09 SP-2126 NEw 19 ES-537 38
MU-2521 New 10 SP-2127 New 18 ES-541 37
SP-2128 NEw 18 ES-546 4
SP-2129 new 19 ES-551 40
Code Page WS-2001 (SP-2001) 21 ES-556 30
MD-2402 12 WS-2002 (SP-2002) 21 ES-557 32
MD-2403 12 WS-2003 (SP-2003) 23 ES-558 33
MD-2404 1M WS-2004 (SP-2004) 27 ES-559 34
MD-2405 12 WS-2005 (SP-2005) 27 ES-561 36
MD-2406 12 WS-2011 (SP-2011) 22 ES-562 32
MD-2407 1M WS-2012 (SP-2012) 22 ES-563 40
MD-2410 New 12 WS-2013 (SP-2013) 25 ES-566 38
MD-2411 New 12 WS-2021 (SP-2021) 24 ES-571 33
MD-2420 New 12 WS-2022 (SP-2022) 23 ES-572 39
MD-2421 New 12 WS-2031 (SP-2031) 24 ES-573 42
MD-2422 New 12 WS-2032 (SP-2032) 27 ES-576 31
MD-2423 NEw 1 WS-2041 (SP-2041) 21 ES-577 33
MD-2424 New 1M WS-2042 (SP-2042) 23 ES-578 40
MD-2430 New 1M WS-2043 (SP-2043) 24 ES-581 35
MD-2431 New 1 WS-2044 (SP-2044) 24 ES-582 39
MC-410 13 WS-2045 (SP-2045) 27 ES-583 35
MC-420 13 WS-2046 (SP-2046) 25 ES-584 37
MC-421 13 WS-2051 (SP-2051) 24 ES-585 32
MC-422 13 WS-2052 (SP-2052) 21 ES-586 34
MC-423 13 WS-2053 (SP-2053) 25 ES-587 34
MC-424 13 WS-2061 (SP-2061) 21 ES-591 37
MC-425 13 WS-2062 (SP-2062) 22 ES-592 37




Code Page Code Page Code Page
ES-593 41 GS-073 49 CS-07 59
ES-596 32 GS-076 NEw 44 CS-08 59
ES-597 35 GS-077 NEw 45 CS-09 59
ES-598 39 GS-078 NEw 49 CS-10 59
ES-601 31 GS-079 New 48 CS-11 59
ES-602 35 GS-082 44 CS-12 59
ES-603 36 GS-086 NEw 44 CS-14 59
ES-606 38 GS-087 NEw 44 CS-18 59
ES-607 31 GS-088 NEw 45 CS-19 59
ES-608 31 GS-089 NEw 46 CS-20 59
ES-611 30 GS-091 47 CS-21 59
ES-612 37 GS-092 48 CS-22 59
ES-613 39 GS-093 47 CS-24 59
ES-614 39 GS-111 45 CS-33 59
ES-616 31 GS-131 48 CS-35 59
ES-621 31 GS-132 49 CS-36 59
ES-622 38 GS-141 47 CS-37 59
ES-623 36 GS-181 44 CS-43 New 59
ES-624 40 GS-182 46 CS-44 nNew 59
ES-626 32 GS-183 49 CS-45 New 59
ES-627 40 CS-46 NEw 59
ES-628 42 C5-47 new 59
ES-631 33 Code Page CS-48 New 59
ES-632 42 TC-801 54
ES-636 41 TC-806 55
ES-641 37 TC-812 55 Code Page
ES-646 41 TC-816 NEw 54 GF-3001 60
ES-647 42 TC-817 NEw 54 WBF-901S 60
ES-650 29 TD-851 52
ES-651 29 TD-852 new 53
TD-856 NEw 54 Code Page
TD-861 56 ES-617 61
Code Page TD-862 55 GS-001 61
GS-003 44 TD-863 56 GS-002 61
GS-011 44 TD-864 55 GS-171 61
GS-012 45 TD-866 NEW 52 MC-431 61
GS-013 45 TD-867 NEW 57 MC-432 61
GS-016 47 TD-868 NEw 57 MC-433 61
GS-017 48 TD-870 NEwW 50 MC-434 61
GS-021 44 MC-435 61
GS-023 46 Code Page MC-454 61
GS-031 45 LC-301 58 MC-455 61
GS-032 44 LC-306 58 TC-807 61
GS-036 45 LC-311 58 TC-811 61
GS-041 47 LC-312 58
GS-042 49 LC-316 NEw 58
GS-046 46 LC-325 New 58
GS-051 48 LD-351 58
GS-052 48 LD-352 58
GS-056 47 LD-353 58
GS-057 47 LD-354 58
GS-058 47
GS-062 47 Code Page
GS-063 48 CS-01 59
GS-066 45 CS-02 59
GS-068 47 CS-03 59
GS-071 45 CS-05 59

GS-072 46 CS-06 59




The mark
web:www.aiseen.cn/tga www.e-tga.com FSC ofresponsible forestry © 2024 Respect AISEEN. All Rights Reserved.



